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Instructions Extra shaft Erica 
Instructies Extra schacht Erica 

Contents of the box Inhoud van de verpakking  

2 x Screws 4 x 35 mm 2 x Schroef 4 x 35 mm BS0032 

2 x Nylon bushings 2 x Nylon busje BA0093 

1 x Toggle Hinge 1 x Schachthendelscharnier BG0031 

1 x Screws 4 x 17 mm 1 x Schroef 4 x 17 mm BS0027 

1 x Shaft toggle 1 x Schacht hendel HU0446 

2 x Shaft side 2 x Schachtzijkant BG0045 

2 x Bolts M4 x 12 mm  2 x Boutje m4x12 mm BB0092 

2 x Nut 4 mm   2 x Moertje 4 mm BN0003 

2 x Shaft rod Ø6 mm 2 x Schacht staaf E30: BT0039 
E50: BT0041 

2 x Shaft cord (1 spare) 2 x Shaft cord (1 reserve) E30: BH0074 
E50: BH0077 

2 x Elastic cord (1 spare) 2 x Elastiek koord (1 reserve) E30: BH0069 
E50: BH0070 
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EN: An extensive manual and video for assembly of the shafts can be found on our online 
helpdesk. At www.louet.com you will find a link to our online Louet support. Search for: Erica 
manual.  
(1) To add additional shafts, shaft cords must be detached from the existing shafts. The nylon 
bushings on top of the loom must be moved to the appropriate position (screws 4 x 35 mm) 
(2) Attach the hinges (screw 4x17 mm) and toggles in front of the new position of the 
bushings 
(3) Assemble the new shaft and add heddles (not included) 
(4) Place shafts in the castle and attach the shaft cords. Adjust the shaft height 

NL: Een uitgebreide instructie met een video over het installeren van de schachten vind je op 
de  online helpdesk. Op www.louet.nl vind je een link naar de support. Zoek daar op 
handleiding Erica.  
(1) Voor je extra schacht(en) gaat installeren moet je de schachtkoorden losmaken van de 
eerder geinstalleerde schachten. De nylon busjes moeten op de nieuwe positie geplaatst 
worden (gebruik schroeven 4 x 35 mm). 
(2) Bevestig de scharnieren (schroef 4x17 mm) en hendels voor de herplaatste busjes. 
(3) Stel de nieuwe schacht samen en  ze er hevels op (hevels zijn niet inbegrepen) 
(4) Plaats de schachten in het schachtenhuis en verbind ze met de schachtkoorden 

 


